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COLORado TM 3    (COLORADO3) 
            

 

  
Interlocking Fixtures 

 
 
 
CONTROL FEATURES 
 

·  12-channel DMX-512 LED bank 
system (with ID addressing)  

·  Separate DMX channels for red, 
green, blue, cyan, magenta, yellow 
and white  

·  Blackout/static/dimmer/strobe  
·  RGB color mixing with or without 

DMX controller  
·   Built-in automated programs via 

master/slave, DMX or COLOR-
CON  

 

OPTIONAL CONTROLLERS 

·  COLORado™ Controller  
    (COLOR-CON)  

 

 
 
 
ADDITIONAL FEATURES  
 

·  Extremely bright 1W LEDs  
·  15° lenses installed     30° lenses 

optional  
·  Durable and weather resistant IP66 rated  
·  Flip-down knobs to interlock multiple 

units (flush mounted) which can create 
blinder, wall and strip light effects (max 4 
units)  

·  Additional power output for daisy 
chaining units together (max 15 units @ 
120V)  

·  LED display with lock-out feature  
·  Black UV-resistant plastic cover  
·  Low power consumption  

·   

 
 
 
SPECIFICATIONS 
 

·  Beam angle:18° x 15° (15°enses) 
                        34° x 22° (30° lenses)  
·  Field angle:  34° x 23° (15° lenses)           
·                       59° x 45° (30° lenses)  
·  Footcandles: 675 (15° lenses) 

                      264 (30° lenses)  
·  Lux:  7,270 (15° lenses) 

         2,841 (30° lenses)  
·  Light source: 54 (18 red, 18 green, 18 blue) 

1W LEDs 100,000hrs  
·  Current draw: (peak 84W @ 120V) (inrush 

42W @ 120V)  
·  Power: Auto switching 90V – 250V 50/60Hz 
·  Weight: 18lbs (8.2kgs)  
·  Size:        22.5in x 7.5in x 8.3in 

                 570mm x 190mm x 210mm  
·  2-year limited warranty 

 
Application Photos:  

 
 

   

 


