COLORstrip ™

CONTROL FEATURES

- 4-channel DMX-512 LED linear wash

light
Blackout/static/dimmer/strobe

- Operating modes: Blackout and
static / flashing colors, RGB color
mixing, Color fade

- Static colors and RGB color mixing
with or without DMX controller
Built-in automated programs via
master/slave or DMX

Built-in sound active programs via
master/slave or DMX

OPTIONAL CONTROLLERS

- COLORstrip™ Foot Controller
(LED-FS1)
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ADDITIONAL FEATURES
Linkable with COLORbank™ LED

- Additional power output for daisy

chaining units together
Master/slave mode with additional
output for daisy chaining Allows for
color-changing runway effect (up to
31 units)

- Sound sensitivity knob

Low power consumption

SPECIFICATIONS

Beam angle: 63°x 29°

Field angle: 82°x 52°
Footcandles: 105

Lux: 1,127

Light Source: 384 (128 red, 128

green, 128 blue) LEDs 100,000hrs
- Current draw: (peak 33W @ 120V)

(inrush 25W @ 120V)
Power: Auto switching 100V - 240V

50/60Hz
- Weight: 4.5Ibs (2kgs)
- Size: 38in x 2.5in x 6in

965mm x 64mm x 152mm

- 2-year limited warranty




