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ÉlanTM (ELAN) 
            

 

 

 

 
 
 
CONTROL FEATURES 
 

·  4-channel DMX-512 LED effect 
light  

·  Blackout/static/strobe  
·  Individual control of red, green and 

blue LEDs  
 
 
 
 
 
 
 
 
 
 

 
 
 
ADDITIONAL FEATURES  
 

·  Built-in automated programs via 
master/slave  

·  Built-in sound active programs via 
master/slave  

·  2 built-in microphones: 1 for 
LEDs, 1 for motor  

·  2 sound sensitivity knobs: 1 for 
LEDs, 1 for motor  

·  Additional power output for daisy 
chaining units (max 20 units)  

·  Ultra bright LEDs  
·  Low power consumption  
·  Wide coverage area  
·  Fan cooled 

 
 

 
 
 
SPECIFICATIONS 
 

·  Beam angle: 70°  
·  Light Source: 224 (88 red, 48 green, 88 

blue) LEDs 100,000hrs  
·  Current draw: (peak 36W @ 120V) (inrush 

24W @ 120V)  
·  Power: Switchable 110V/230V 50/60Hz  
·  Weight: 11lbs (5kgs)  
·  Size: 16in x 11in x 11in 

         406mm x 279mm x 279mm  
·  2-year limited warranty 

Application Photos:  
 

 
 

 


