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LEDRain TM 56    (LED-RAIN56)         

 
 
 

 

 
  

 
 
CONTROL FEATURES 
 

·   7-channel DMX-512 LED narrow beam  
·   Blackout/static/dimmer/strobe  
·   Selector switch for sound active or automatic mode  
·   Static colors and RGB color mixing in master/slave mode via dip switches 
 
 
 
 

ADDITIONAL FEATURES  
 

·   Built-in automated programs via master/slave  
·   Built-in sound activated programs via master/slave  
·   Ultra bright and ultra large LEDs  
·   Double-bracket yoke doubles as floor stand 
 
 
 
 

SPECIFICATIONS 
 

·   Beam angle: 16.3°  
·   Field angle: 25.1 °  
·   Footcandles: 162 @ 1 meter  
·   Lux: 1743 @ 1 meter  
·   Bulb: 108 (36 red, 36 green, 36 blue) LEDs 50,000hrs  
·   Current draw: (peak 12W @ 120V)  
·   Power: Switchable 110V/230V 50/60Hz  
·   Weight: 3.7lbs (1.68kgs)  
·   Master packed: 6pcs / 29lbs (13.2kgs)  
·   Size: 10.25in x 9.25in x 9.25in 
             260mm x 234mm x 234mm  
·   2-year limited warranty 

 


