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PC Series Lighting Controls
Photo-Electric Switches with Adjustable
Light Sensor

Features

* Single channel (PC1) or Dual
channel (PC2) models available

* Single channel unit for 1 light level
set point

* Dual channel for 2 separate light
level set points

* Adjustable dial for foot-candle
settings

* Includes remote light sensor with
lifetime warranty

* 16 Amp switch rating

* DIN Rail/Surface mount or in our
* NEMA 3R Outdoor Enclosure

* Parking Lights
e + Perimeter Lighting
* Retail Stores

@ (

In Optional Enclosure

Also Available from Intermatic

ol PC and PC Digi Series Applications

» Warehouses

« Schools

* 24-Hour Convenience Stores

PC Digi Series Lighting Controls
24-Hour and 7-Day Combination
Time Switch with Adjustable Light Sensor

Features

* Single or two channel
* 16A switch rating

* Battery backup

* Dual level control for dim or bright light
* Remote sensor

* Automatic Daylight Savings time
changeover

EII LiSTED

In Optional Enclosure

ET724 Electronic

In-Wall Timer
24-Hour / 7-Day F;ii‘éfglse

& * Easy to program
« Single push-button control
" » Mounts in standard wall box

- * Built-in rechargeable battery
i ‘ never needs replacement

» LCD display
* Flush mounted design
i ‘ » Non-volatile memory
= « Captive cover plate

» UL Listed and CSA Approved

&

Profile

Intermatic Incorporated
Spring Grove, IL 60081 USA
www.intermatic.com

KM2 Electromechanical In-
Wall Timer
| 24-Hour

Features

» Captive trippers with 20 minute
switching interval (2-1/3 hr. for 7 day)

* SPST 20A, 1HP @ 120V switch

* Replaces standard wall switches
* Multiple plates available

* Reliable synchronous timer motor
« Easy wiring and installation
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