I S B SOLA BASI C® TECHNICAL DATA SHEET

CATALOG NUMBER: E -SRNOOF100
FORONE 100 WATT, S54 HIGH PRESSURE SODIUM LAMP

Line\bkage 120V 2%"x2%6" CORE
Reauki 4 Holes cleared for

giaton A # 6 thru-bolts

Line\bls +- 5% B

Lamp Wats WITHIN TRAPEZOID
Frequency 60 h LK
Circuit Type R-NFF (HPF WTH @QPACIOR) T 2%
Power Factor (min) 90%MINWIH Q\P. 19 l
Insulation Class H(180F }
Min. Ambient Starting Tenp. -40F or-40 C /
Line Voltag(Volts) 120 120
Line Cuent (Aps) NPF HPF ’
Operatig 2.10 | 1.03 ) b
Open Gtuit 0 | 163 |/ ol
Starting 308 145 / C(DD_RE AND (A:\O(I_L i

imension inches )
Input V\{aI.t(W) 115 115 Dimension B (inches) 2.80
Open Ccuit Voltag®/) 120 120 Weight (Lbs) 2.80
Drop OwVoltage (V) 95 95 Lead Lengths (inches) 12
UL(102PBench Top Rise A A
Recomended &se (Amps) 10 5 CAPACIDR
HIGHPOTENTIALTEST(VOLB) RATNG
36 Mid + 3%
1Minute 2000 120 VAC MIN
2 Secands 2500 321/32" Dry Fim Capacitor
Themal Pastic Case
Open Arcut Vdtage Tet(Wvolts)  114-126 Max. Case Temp 100° C
Short-Arcut Current Teat (Aps) NOFCE'S
Secondary Qurrent 2.544.01 Lﬂg_‘
2.8- | 1.177-

Input Current (Amps) 46 | 250 IGNITOR37-63-AS11.1-N

Ballast to Lamp Distance (BTL): 2 feet

BRACKET (THERMAL PLASTIC CASE)

CORE& COIL Max. case Temp:110° C
MOUNTNG BRACKET
K .
<> -
5 c-01 213/32"
MOUNTINGCLIP for raind

<& case (Furnihed as standard

S with B suffixballast)
1353 Ll?”ﬂ‘

Mounting bracket for

Core & Coil Ballasts WIRING DIAGRAM
(1 bracket with thru bolts)

*1" x 14" 2 SLOTS

I
]
I
I
4
ORDERING INFORMATION it
*** Add proper suffix to catalog number when ordering as indicated bellow: 1SO 9001:2000
No suffix = Core and Coil Only
B= Core and Coil, and Bracket
C=Core and Coil, and Capacitor
BC=Core and Coil, Capacitor and Bracket

Data is based upon tests performed by Industrias Sola Basic in a
controlled environment and representative of relative performance.
Actual Performance can vary depending on operating conditions.
Specifications are subject to change without notice.

Made in Mexico by Industrias Sola Basic S.A de C.VV

LAMP.
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